MR1T1/MR16 SERIES

GU10 SERIES

Type NO: FSL-MR11-AR-1

Input Voltage: DC12V
Watts; 1W*1

Color Temp: 2700~6500K

Luminous: 145cd
Frequency: 50-60Hz
Beam Angle: 30°

Base: G4

Dimension: 46*®35mm,

Type No: FSL-MR16-AR-3

Input Voltage: DC12V
Watts: 3W*1

Color Temp: 2700~6500K

Luminous: 215cd
Frequency: 50-60Hz
Beam Angle: 30°

Cap base: Gx5.3
Dimension: 48*®50mm.

Type No: FSL-MR16-ASA-3

Input Voltage: DC12V
Watts: 3W*1

Color Temp: 2700~6500K

Luminous: 215cd
Frequency: 50-60Hz
Beam Angle: 30°

Cap base: Gx5.3
Dimension: 55*®50mm,

Type No: FSL-MR16-AM-13

Input Voltage: DC12V
Watts: 1W*3

Color Temp: 2700~6500K

Luminous: 450cd
Frequency: 50-60Hz
Beam Angle: 30°

Cap base: Gx5.3
Dimension: 48*®50mm.

Type No: FSL-GU10-A-1
Input Voltage: AC120-240V
Watts: 1W*1

Color Temp: 2700~6500K
Luminous: 170cd
Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gu10
Dimension: 59*®50mm

Type No: FSL-MR16-A-1
Input Voltage: DC12V
Watts; 1W*1

Color Temp: 2700~6500K
Luminous: 170cd
Frequency: 50-60Hz
Beam Angle: 30°

Cap base: Gx5.3
Dimension: 48*®50mm

Type No: FSL-MR16-AM-3

Input Voltage: DC12V

Watts: 3W™1

Color Temp: 2700~6500K
Luminous: 215¢cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gx5.3

Dimension: 50*®50mm, 55*®50mm

Type No: FSL-MR16-ASB-3

Input Voltage: DC12V

Watts: 3W*1

Color Temp: 2700~6500K
Luminous: 215¢d

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gx5.3

Dimension: 67*®50mm, 74'®50mm

Type No: FSL-MR16-AR-1"3
Input Voltage: DC12V

Watts: 1W*3

Color Temp: 2700~6500K
Luminous: 450cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gx5.3

Dimension: 48*®50mm

Type No: FSL-GU10-AR-3

Input Voltage: AC120-240V
Watts: 3W*1

Color Temp: 2700~6500K
Luminous: 215cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gui10

Dimension: 59*®50mm., 66*®50mm



E27 SERIES

Type No: FSL-GU10-AM-3

Input Voltage: AC120-240V

Watts: 3W™1

Color Temp: 2700~6500K

Luminous: 215¢cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gu10

Dimension: 59*®50mm, 65*®50mm

Type No: FSL-GU10-ASB-3

Input Voltage: AC120-240V

Watts: 3W*1

Color Temp: 2700~6500K
Luminous: 215cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gu10

Dimension: 64*®50mm, 71*®50mm

Type No: FSL-GU10-AM-1"3
Input Voltage: AC120-240V
Watts: 1W*3

Color Temp: 2700~6500K
Luminous: 450cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gui0

Dimension: 59*®50mm

Type No: FSL-E27-A-1
Input Voltage: AC120-240V
Watts: 1W*1

Color Temp: 2700~6500K
Luminous: 170cd
Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 79" ®50mm

Model No: FSL-E27-AR-3

Input Voltage: AC120-240V

Watts: 3W*1

Color Temp: 2700~-6500K
Luminous: 215cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 79"®50mm, 86*®50mm

Type No: FSL-GU10-ASA-3

Input Voltage: AC120-240V

Watts: 3W*1

Color Temp: 2700~6500K

Luminous: 215cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gu10

Dimension; 52*®50mm, 59*®50mm

Type No: FSL-GU10-AR-1*3
Input Voltage: AC120-240V
Watts: 1W*3

Color Temp: 2700~6500K
Luminous; 450cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: Gu10

Dimension: 59*®50mm

Type No: FSL-E27-AM-3

Input Voltage: AC120-240V
Watts: 3W*1

Color Temp: 2700~6500K
Luminous: 215cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 79"®50mm, B82*®50mm

Model No: FSL-E27-ASA-8

Input Voltage: AC120-240V

Watts: 3W*1

Color Temp: 2700~6500K
Luminous: 215cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 63*®50mm, 69*®50mm



Typel No: FSL-E27-ASB-3
Input Voltage: AC120-240V
Watts: 3W*1

Color Temp: 2700~6500K
Luminous: 215cd
Frequency: 50-60Hz
Beam Angle: 30°

Cap base: E27

Dimension: 74*®@50mm. 81*®50mm

Type No: FSL-E27-AM-1"3
Input Voltage: AC120-240V
Watts: 1W*3

Color Temp: 2700~6500K
Luminous: 450cd
Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 79*®50mm

PAR LAMP SERIES

Type No: FSL-PAR20-AM-1*3
Input Voltage: AC120-240V
Watts: 1W*3

Color Temp: 2700~6500K
Luminous: 270cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 104*®60mm

Type No: FSL-PAR30-AS-1*5
Input Voltage: AC120-240V
Watts: 1W*5

Color Temp: 2700~6500K
Luminous: 785cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 103*®95mm

Type No: FSL-PAR30-AS-1"7
Input Voltage: AC120-240V
Watts: 1W*7

Color Temp: 2700~6500K
Luminous: 1040cd
Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 103*®95mm

Type No: FSL-E27-AR-1*3
Input Voltage: AC120-240V
Watts: 1W*3

Color Temp: 2700~6500K
Luminous: 450cd
Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 79*®50mm

Tyoe No; FSL-PAR30-AM-1'5
Input Voltage: AC120-240V
Watts: 1W*5

Color Temp: 2700~6500K
Luminous: 800cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 81*®95mm

Type No: FSL-PAR30-AM-1*7
Input Voltage: AC120-240V
Watts: 1W*7

Color Temp: 2700~6500K
Luminous: 1095cd

Frequency: 50-60Hz

Beam Angle: 30°

Cap base: E27

Dimension: 81*®95mm

Type No: FSL-PAR38-MM-179/1*12

Input Voltage: AC120-240V
Watts: 1W*9/1W*12

Color Temp: 2700~6500K
Luminous: 1388cd/1775¢cd
Frequency: 50-60Hz
Beam Angle: 30°

Cap base: E27

Dimension: 122"®122mm



LED DOWNLIGHTS

Features:

- With 1W/3W/5W spotlights,90% energy saving comparing

to the conventional downlight fixtures;

- Excellent projection effect, an ideal replacement for the

downlight fixtures using halogen lamps;
« Less heat diffusion and environment saving;
- Extraordinary long service life upto 30,000 hours.

Application:

« Ideal for home assistance illumination, decoration illumination,

and office and public area illumination;

- Suitable for shops, counters, exhibition centers, hotels, billboard etc.

Type No: FSL-L621

Input Voltage: AC220V
Current: 350mA

Watts: 1Wx1

Color Temp: 2700K/5000K
Lumen: 70Im

Dimension : 97x96x34mm
Cutout: 78x78mm

Type No: FSL-L623
Input Voltage: AC220V
Current: 350mA

Power: 1Wx3

Color Temp: 2700K/5000K
Lumen: 200Im

Dimension : 256x60x25mm
Cutout: 235x78mm

Type No: FSL-L632
Input Voltage: AC220V
Current: 350mA

Watts: 1Wx6

Color Temp: 2700K/5000K
Lumen: 420Ilm
Dimension: 172x96x33mm
Cutout: 155x78mm

Type No: FSL-L622

Input Voltage: AC220V
Current: 350mA

Watts: 1Wx2

Color Temp: 2700K/5000K
Lumen: 140Im
Dimension: 179x96x34mm
Cutout: 155x78mm

Type No: FSL-L631

Input Voltage: AC220V
Current: 350mA

Watts: 1Wx3

Color Temp: 2700K/5000K
Lumen: 200Im

Dimension : 97x96x33mm
Cut out: 78x78mm

Type No: FSL-L633

Input Voltage: AC220V
Current: 350mA

Watts: 1Wx9

Color Temp: 2700K/5000K
Lumen: 630Im
Dimension: 256x96x33mm
Cut out: 235x78mm



Type No: FSL-L201A
Input Voltage: AC220V
Current: 750mA

Watts: 3Wx1

Color Temp: 2700K/5000K
Lumen: 150im
Dimension: 56x®78mm
Cutout: ®60mm

Type No: FSL-L206A
Input Voltage: AC220V
Current: 350mA

Watts: 1Wx6

Color Temp: 2700K/5000K
Lumen: 420Im
Dimension: 57x®120mm
Cutout: ®114mm

Type No: FSL-L105

Input Voltage: AC220V
Current: 350mA

Watts: 1Wx1

Color Temp: 2700K/5000K
Lumen: 70Im

Dimension: 21x®50mm
Cut out: ®44mm

Type No: FSL-L107

Input Voltage: AC220V
Current: 350mA

Watts: 1Wx1

Color Temp: 2700K/5000K
Lumen: 70Im

Dimension: 31x®50mm
Cutout: ®44mm

Type No: FSL-L112

Input Voltage: AC220V
Current: 350mA

Watts: 1Wx1

Color Temp: 2700K/5000K
Lumen: 70Im

Dimension: 41x®50mm
Cutout: ®45mm

Type No: FSL-L203A
Input Voltage: AC220V
Current: 350mA

Watts: 1Wx3

Color Temp: 2700K/5000K
Lumen: 200Im
Dimension: 49x®78mm
Cutout: ®60mm

Type No: FSL-L307A
Input Voltage: AC220V
Current: 350mA

Watts: 1Wx7

Color Temp: 2700K/5000K
Lumen: 490Im
Dimension: 60x®125mm
Cut out: ®116mm

Type No: FSL-L106

Input Voltage: AC220V
Current: 350mA

Watts: 1Wx1

Color Temp: 2700K/5000K
Lumen: 70Im

Dimension: 30x®50mm
Cut out: ®44mm

Type No: FSL-L108

Input Voltage: AC220V
Current; 350mA

Watts: 1Wx1

Color Temp: 2700K/5000K
Lumen: 70Im

Dimension: 49x®50mm
Cutout: ®44mm



Features:

- Ultra-High-Power LED with safe junction temperatures;

+ Constant current driver mode for steady power supply;

« Energy saving, more efficient than incandescent and Halogen lamps;

- Excellent thermal management with contemporary aesthetic design;

« High performance optical system;

+ Color Rendering Index upto 75, extraordinary long life reach 50000 hours.

Application:

Suitable for offices,hotels, shopping malls, retails, hospitals and show rooms etc.

IGmincis Dimension o N
Input Color ; (mm) Average ]
Type No. Voltage Frequency | Watts Temp. Intensity | Beam Angle s hes Figure
(cd) Diameter | Length

2800-3200K . E ]

FSL-ORBIT-7 AC100-240V |  50-60HZ W e 860 26 945 9238 50000 -
2800-3200K £ R
FSL-QUASAR-7 | AC100-240V |  50-60HZ W 5000-7000K 860 26° 74 1844 | 50000 cqE
FSL-MACRO-7 AC100-240V |  50-B0HZ W 2800-3200K 860 26° 2208 | 1259 | 50000 - A
5000-7000K ey

Luminous Dimension
Input Color : mm Average :
Typel No. Voltage Frequency = Watts Temp, Intensity | Beam Angle (mm) ol Figure
(cd) Diameter | Length

2800-3200K =

= = & 50-60HZ 10W 1215 26° 118 128 50000 1
FSL-MACRO-10 | AC100-240V o o &
2800-3200K ey

= = 1 o o 1 |
FSL-MACRO-14A | AC100-240V 50-60HZ 14W 5000-7000K 1715 26 148 156 .8 50000 j&
2800-3200K [

FSL-MACRO-14B | AC100-240v |  50-80HZ | 14w | o=’ | 1718 26° 172 | 167.7 | 50000 { f




LED TUBE LIGHTS

Features:

+ High quality LED chips in the tube light that integrated with reliable driver;

+ Excellent design with the frosted glass cover that provide softlight;

- A direct replacement for the conventional fluorescent tube with at least 50% energy saving;
- Different color temperature for various applications;

« EMC, RoHS compliance, IP54;

- Color Rendering Index upto 80Ra.

Application:
Ideal for home assistance illumination, decoration illumination, office and public area illumination;
Suitable for hotels, cafes, boardrooms, showrooms etc.

e Equallo il Toran Dimension Basirae -
Type No. Voltage Frequency | Watts | Conventional T8 olor Bace (mm) . Figure
fuorescent tube | TemP. | 5700 4500k s000-1000K Diameter | Longh
T8 LED TUBE LIGHT:
LBOS/LED | ACB5-265V | 50-60HZ | 8W 18W 2700-6500K | 640 680 G13 26 | 600 | 30000
LB12/LED | ACB5-265V | 50-60HZ | 12W 30W. 2700-6500K | 960 1020 G13 26 | 900 | 30000
LB18/LED | ACB5-265V | 50-60HZ | 18W 36 2700-6500K | 1440 | 1530 G13 26 | 1200| 30000 ':_—'%ﬁ
LB21/LED | ACB5-265V | 650-60HZ | 21W 36W 2700-6500K = 1680 | 1785 G13 26 | 1200 30000
LB24/LED | ACB5-265V | 50-60HZ | 24W 580 2700-6500K | 1920 | 2040 G13 26 [ 1500| 30000
T5 LED TUBE LIGHT:
LEO4/LED | AC110-240V| 50-60HZ | 4W 14W 2700-6500K | 260 280 G5 15 [570 | 30000
LB06/LED AC110-240V| 50-60HZ W 21W 2700-6500K | 390 420 G5 15 870 30000 @
LB08/LED | AC110-240V| 50-60HZ | 8W 28W 2700-6500K | 520 560 G5 15 [ 1147| 30000

2700-3500K 4000-5500K 6000-7000K

The datas are for clear lamps.Opal lamps are also available, Lumen is 20% less.

PANEL LIGHTS

— /‘”
Input Lumen Lighting Dimension Average .
Type No. Voltage Frequency | Watts | Color Temp (Im) Ated (mm) \ife hrs Figure
22006 1210x 310X 51.7
-PL-R A -24 ~60H 44 i x310x 51.
FSL-PL-RTGS52 C100-240V 50-60HZ | 52W BEe oK 3443 127 30000 i
Pt
3000K.
FSL=-PL-SQR52 | AC100-240V 50-60HZ | 52W 4500K.. 3097 127° 610x610x51.7 30000
6500-7000K




LED BULB

Features:
* Modularize LED chips provides higher power with
excellent lumen efficiency;
- Directreplacement for conventional incandescent
lamp upto 60W;
- Different sockets and color temperature for various
applications;
+ EMC, RoHS compliance;
- Extraordinary long service life upto 25,000 hours,CRI reach 80;
- International Protection: IP54. >

Application:
Ideal for home assistance illumination and decoration illumination;
Suitable for hotels, cafes, boardrooms, showrooms etc.

‘v ¥

Dimension
Type No. Vlc:ptaug;e Frequency | Watts | Color Temp g Bass (mm) AI‘IItee ':?: Figure
2700K | 6500K Diameter | Height
FSL-QB0-E27656 | AC100-240V | 50-60HZ | 6W | 2700-6500K | 300 | 350 | E27/E26 60 110 25000 g
FSL-Q60-B2265 AC100-240V 50-60HZ BW 2700-6500K 300 350 B22 60 110 25000 ]
FSL-GBO-F2743 | AC100-240V | 50-60HZ | 4w | 2700-6500K | 170 180 | E27/E26 60 110 25000
FSL-GB80-B2243 AC100-240V 50-60HZ AW 2700-6500K 170 180 B22 60 110 25000
FSL-GB0-F2741 | AC100-240V | 50-60HZ | 4w | 2700-6500K | 110 130 | E27/E26 80 110 25000 @]
FSL-G70-E2741 | AC100-240vV | 50-60HZ | 4w | 2700-6500K | 110 130 | E27/E26 70 122 25000
FSL-GB0-E1443 | AC100-240V | 50-60HZ | 4W | 2700-6500K | 170 180 | E14 60 114 25000
FSL-C42-E2741 | AC100-240V | 50-60HZ | 4W | 2700-6500K | 110 130 | E27/E26 22 127 25000 g
FSL-C43-E1443 | AC100-240V | 50-60HZ | aw | 2700-6500K | 170 180 | E14 43 129 25000 m
FSL-CL-E2741 AC100-240V | 50-60Hz | 4w | 2700-6500k | 110 130 | E27/E26 42 130 25000 UI
FSL-CL-E1443 AC100-240V 50-60HZ AW 2700-6500K 170 180 E14 42 113 25000
. Dimension
Type No. V:::ge Frequency Watts Color Cap base (mm) ?i‘;: rharge Figure
Diameter I Height
FSL-G45-QO5R AC100-240V 50-60HZ 0.5W Red E27 45 72 10000
FSL-G45-Q05Y AC100-240V 50-60HZ 0.5W Yellow E27 45 72 10000
FSL-G45-0058 AC100-240V 50-60HZ 0.5W Blue E27 45 72 10000 L
FSL-G45-Q05G AC100-240V 50-60HZ 0.5W Green £27 45 72 10000
FSL-G45-Q05W AC100-240V 50-60HZ 0.5W White E27 45 72 10000




